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ZEUS 600W LED

The Zeus 600W is a very high performance full-cycle top 
lighting solution for commercial and hobby horticulture 
cultivation, with the power and flexibility to scale from 
vegetative growth to higher light intensities in bloom. 

2.3 µmol/J    

1380 µmol/s total output       

Full-Spectrum



The Zeus fixture can also be externally controlled 
with a Lumatek digital lighting controller  
featuring automated dimming, temperature 
safety control, Sunrise & Sunset Mode for up to 
100 fixtures per controller.

EXTERNAL CONTROL

EFFICACY       2.3 µmol/J

PPF       1380 µmol/s

INPUT VOLTAGE        200-240V, 50-60Hz

POWER CONSUMPTION        600W

FOOTPRINT         1.5 x 1.5m

APPLICATION          Multi-layer, Room, Tent

WATERPROOF & DUSTPROOF        IP65

LIFETIME (LED BARS)         60 000 hrs

LIGHT DISTRIBUTION        120°

LIGHT SOURCE         Osram (Red) and Lumileds 
                                     Philips (White) Diodes

DIODES RATIO      Red 8% , White 92%

DIODES EFFICIENCY      Osram Dark Red 660NM 3.3 μmol/J; 

                                           
Lumileds Philips White 2.7 μmol/J

DIMMABLE          OFF-25%-50%-75%-100% 
                              with 0-10V Light Dimmer (Included)

EXTERNAL CONTROL          With Lumatek Digital Panel 
                                                  and T-Junction (Sold Separately)

WEIGHT       13.5 Kg

DIMENSIONS      1091 x 1180.4 x 51.9 mm

SPECTRUM         Full Spectrum

THERMAL MANAGEMENT         Passive

POWER FACTOR         >0.95

DRIVER LOCATION          Fixed in structure or detachable 
                                             for remote use (Extension Cables 
                                             Sold Separately) 

WARRANTY         5 Years

CERTIFICATIONS         CE, IP65, UL1598, UL8800, EN61347-2-12,
                                        EN 61347-1, IEC 60598-1-2014, 
                                        GBT 33721-2017 & GB7000.1-2015
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ZEUS 600W LED
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1 x LED Structure with 
Connecting Cables

2 x Metal Cable Hangers

1 x Manual

6 x Lumatek 100W Full-Spectrum 
Magnet Light Bars * 

1 x Lumatek 600W Driver with 
Connecting Cables

1 x 0-10V Light Dimmer + Velcro

* 100W Standard LED bar only to be used with compatible Zeus 600W Standard Driver/Fixture

ITEMS INCLUDED IN THE BOX:

INPUT CURRENT (A/W) PER DIMMING RANGE

POWER (DIMMING) 25%

0.65 1.3 1.96 2.61

150W 300W 450W 600W

50% 75% 100%

AMPS

WATTAGE 

BTU (With Driver Attached): 2115 BTUs/h
(With Driver Remote): 2047 BTUs/h



141.67 553.15 510.3 494.55 201.47

270.11 1060.1 1045.3 939.45 475.79

259.49 853.67 818.01 754.5    316

298.56 1082.9 1030.9 940.83 302.44

163.62 407.27 433.73 445.54 196.17

1.5m

1.5m

0.3m

0.3m

HEIGHT TO TEST POINT 15cm

CANOPY AVERAGE PPFD    

1,2m x 1,2m: 947.30 μmol/m2/s

1,5m x 1,5m: 559.86 μmol/m2/s

 

290.92 410.37 433.02 408.26 294.89

369.75 573.37 641.56 586.52 414.68

394.83 630.38 702.16 647.41   449.5

393.17 580.23 663.35 614.49 386.38

269.35 397.69 466.33 439.24 306.5

1.5m

1.5m

0.3m

0.3m

HEIGHT TO TEST POINT 50cm

CANOPY AVERAGE PPFD    

1,2m x 1,2m: 626.60 μmol/m2/s

1,5m x 1,5m: 471.57 μmol/m2/s

355.46 381.57 360.37 375.56 342.88

366.25 396.39 392.73 383.41 364.4

373.26 391.78 402.26 401.31 387.58

344.2 384.83 399.42 400.41 383.86

289.93 372.72 402.29 386.23 343.56

1.5m

1.5m

0.3m

0.3m

HEIGHT TO TEST POINT 150cm

CANOPY AVERAGE PPFD    

1,2m x 1,2m: 394.73 μmol/m2/s

1,5m x 1,5m: 333.26 μmol/m2/s

242.9 478.51 507.65 409 364.61

388.03 786.56 833.31 746.4 467.94

410.67 839.45 898.53 791.55 418.42

410.88 794.85 837.44 740.51 365.51

256.68 494.52 510.93 460.08 261.1

1.5m

1.5m

0.3m

0.3m

HEIGHT TO TEST POINT 30cm

CANOPY AVERAGE PPFD    

1,2m x 1,2m: 807.62 μmol/m2/s

1,5m x 1,5m: 543.44 μmol/m2/s

356.35 395.2 365.51 374.53 322.3

382.19 428.94 432.99 413.35 376.72

401.16 446.63 462.56 437.82 403.06

377.09 422.24 454.29 428.87 380.64

304.56 394.15 416.39 390.08 334.08

1.5m

1.5m

0.3m

0.3m

HEIGHT TO TEST POINT 100cm

CANOPY AVERAGE PPFD    

1,2m x 1,2m: 436.41 μmol/m2/s

1,5m x 1,5m: 396.06 μmol/m2/s

For sales support:
orders@lumatek.co.uk

For technical support:
techsupport@lumatek.co.uk

General contact:
info@lumatek.co.uk

FOR MORE INFORMATION ON LUMATEK PRODUCTS 
VISIT WWW.LUMATEK-LIGHTING.COM
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CLONES VEGETATIVE FLOWERING

CANNABIS

TOMATOES

CUCUMBERS

PEPPERS

TEST AREA    1.5M x 1.5M

TEST POINTS    25

TEST EQUIPMENT    INTEGRATING 2 METER SPHERE 
                                     & EVERFINE PLA20

AMBIENT TEMPERATURE    25º

HEIGHT FROM CANOPY     15CM, 30CM, 50CM, 100CM, 150CM

REFLECTION     0%

LUMATEK ZEUS 600W PPFD MAPSFACTORS THAT CAN INFLUENCE PPFD TESTS

RECOMMENDED PPFD   (μmol/m2/s)

- TEST EQUIPMENT.   
- LAMP BEADS DEVIATION 
- AMBIENT TEMPERATURE DEVIATION

- PC COVER TRANSMITTANCE DEVIATION
- POWER SOURCE EFFICIENCY DEVIATION
- REFLECTION CONSIDERED OR NOT

PPFD: PHOTOSYNTHETIC PHOTON FLUX DENSITY (μmol/m2/s)


